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Power ON/OFF: Slide the Power Switch up to turn ON the CFT1 and down to turn it OFF.

Volume: Rotate the VOLUME Knob clockwise to increase the audio volume and counter-
clockwise to decreaseit.

Frequency: Rotate the VFO Encoder Knob clockwise to increase frequency and counter-
clockwise to decrease it. Short press (tap) the VFO Knob to change the tuning rate. The
Cursor will underline the frequency decimal place that will change when the VFO Knob is
turned. Repeated short presses of the VFO Knob will move the Cursor through the 10 KHz, 1
KHz, decimal point (500 Hz), 100 Hz, and 10 Hz frequency decimal places.

Band: Short press (tap) the Band XIT Button to change the band. The bands will
sequentially cycle through 40, 30, 20, 17, and 15 meters, one at a time, with each tap of the
Band Button.

Keyer

Speed: Short press (tap) the Menu Button to enter the menu. Turn the VFO Knob to
“CW Speed:” on line 1 of the LCD. Short Press the VFO Knob to enable menu value change.
Rotate the VFO Knob to adjust the keyer speed on line 2 of the LCD. Short Press the Menu
Button to save the change. Short Press the Menu Button again to exit the menu.

Mode: Short press (tap) the Menu Button to enter the menu. Turn the VFO Knob to that
“Keyer Mode:” is shown on line 1 of the LCD. Short Press the VFO Knob to enable menu
value change. Turn the VFO Knob to the desired keyer mode on line 2 of the LCD. The
choices are “Straight Mono”, “Straight Stereo”, “IAMBIC A”, or “IAMBIC B”. Short Press the
Menu Button to save the change. Short Press the Menu Button again to exit the menu.
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Message

Store: Short press (tap) the Menu Button to enter the menu. Rotate the VFO Knob until
“Message 1, 2, 3, or 4:” is shown on line 1 of the LCD. Short Press the VFO Knob to enable
menu value change. Rotate the VFO Knob to the desired character on line 2 of the LCD. Short
Press the VFO Knob to advance to the next character. Insert a “}* between the letters of
prosigns, such as “B}T” or “A}R”. Repeat until the entire message has been entered. Short
Press the Menu Button to save the change. A long press of the VFO Knob clears the entire
message. Short Press the Menu Button to exit the menu.

Send: Short Press (tap) Message Button 1, 2, 3, or 4 to send the message stored in the
selected message memory.

Repeat: Long Press Message Button 1, 2, 3, or 4 to Activate Beacon Mode (message
repeat) for the message stored in the selected message memory. The message memory will
repeat according to the “Beacon Interval” and “Beacon Timeout” menu settings.

Pitch: Short press (tap) the Menu Button to enter the menu. Rotate the VFO Knob to that
“CW Pitch:” is shown on line 1 of the LCD. Short Press (tap) the VFO Knob to enable menu
value change. Turn the VFO Knob to the desired side tone frequency pitch on line 2 of the
LCD. Short Press the Menu Button to save the change. Short Press the Menu Button again to
exit the menu.

RIT: Long Press the VFO Knob to Enable Receiver Incremental Tuning (RIT). The frequency
offset is shown on line 1 of the LCD and “RIT” is displayed on line 2. Adjust the RIT offset by
rotating the VFO Knob. Short Press (tap) the VFO Knob to exit RIT adjustment. Long Press the
VFO Knob to Disable RIT.

XIT: Long Press the Band XIT Button to Enable Transmit Incremental Tuning (XIT). The
frequency offset is shown on line 1 of the LCD and “XIT” is displayed on line 2. Adjust the XIT
offset by rotating the VFO Knob. Short Press (tap) the VFO Knob to exit XIT adjustment. Long
Press the VFO Knob to Disable XIT.

Note: RIT and XIT cannot be used simultaneously.

CONNECTIONS

DC Power In: 5.5mm X 2.1Tmm coaxial jack (tip +) for DC power input (8 to 14V).
Headphone: 3.5mm stereo jack for connecting earphones or an amplified external speaker.
Paddle: 3.5mm stereo jack for connecting a Morse Code straight key or keyer paddle.

Antenna: BNC jack for connecting a 50 Ohm resonant antenna or antenna tuner.

See the Owner’s Manual for more detailed information.




